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1.5415
  16Mo3  

    AISI     UNS

  F1   K11820

Typical Applications

Heat-resistant structural steel for boiler construction, superheating tubes, superheated steam lines and headers, heat exchangers and
purposes in the petroleum processing industry
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  UNS K11820
 K12020
 K12320
 K12822
 K11562
 K11597

  Common Designations 16Mo3KG; 16Mo3KW; 16Mo5KG; 16Mo5KW; JIS STBA12; JIS STFA12;
JIS STPA12; AFNOR 16Mo3

  Analysis Note acc. to EN 10028-2
  Density [kg/dm³] 7,85
  Electrical Resistance at 20°C [Ohm*mm²/m] 0,20
  Thermal Conductivity at 20°C [W/m*K] 48,5
  Mc Thermal Expansion [10^(-6) * K^(-1)] 20-500 °C: 13,9
  Typical Heat Treatment annealed
  Typical Hardness [HBW] 130-170
  Typical Tensile Strength [MPa] 440-590
  Category Chemical industry

Energy technology
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Wichtiger Hinweis:
Alle Angaben dienen lediglich der allgemeinen Beschreibung. Die Angaben -insbesondere zu Eigenschaften, Spezifikationen und aufgeführte
Anwendungszwecke sind keine zugesicherten Eigenschaften. Es kommt immer auf den speziellen Einzelfall an. Die Inhalte dieses Dokuments
werden nur mit ausdrücklicher und schriftlicher Vereinbarung Vertragsbestandteil. Für Druckfehler und Irrtümer wird keine Haftung übernommen.
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